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Если ни один из указанных выше способов не решает проблему, обратитесь за профессио- 
нальной консультацией в ближайший сервис-центр. Не ремонтируйте изделие самостоятельно.

6. УСТРАНЕНИЕ НЕИСПРАВНОCТЕЙ

Неисправность

АС не включается.

Нет звука.

В колонках АС 
слишком тихий звук.

Искажение звука.

Звук воспроизво- 
дится только одним 
из каналов.

Причина

Не подключена к сети.

Не включен сетевой выключатель.

Регулятор громкости установлен 
в положение наименьшей громкости.

Неправильно подключен источник 
аудиосигнала.

Регулятор громкости установлен 
в положение наименьшей громкости.

Большая амплитуда входного 
сигнала.

Неправильно подключены колонки 
к источнику аудиосигнала.

Способ устранения

Проверьте правильность 
подключения.

Включите выключатель.

Подстройте регулятор 
громкости.

Подключите источники сигнала 
правильно.

Подстройте регулятор 
громкости.

Регуляторами громкости на ис- 
точниках сигнала и АС уменьши- 
те величину входного сигнала.

Проверьте правильность 
подключения колонок.

Значение
14 (2 × 7)
40 – 18 000
≥ 75

Ø 25
Ø 89
~220/50
113 × 190 × 146
2,9

Характеристики и единицы измерения
Выходная мощность (RMS), Вт
Диапазон частот, Гц
Соотношение сигнал/шум, дБ
Диаметр динамиков, мм:

ВЧ-динамиков
НЧ-динамиков

Напряжение питания, В/Гц
Размеры (одной колонки) (Ш × В × Г), мм
Вес, кг

7. ТЕХНИЧЕСКИЕ ХАРАКТЕРИСТИКИ

Примечания:
• Технические характеристики, приведенные в таблице, справочные и не могут служить ос- 
нованием для претензий.
• Продукция ТМ SVEN постоянно совершенствуется. По этой причине технические характе-
ристики и комплектность могут быть изменены без предварительного уведомления.
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Якщо жоден зі вказаних вище способів не вирішує проблему, зверніться за професійною 
консультацією до найближчого до Вас сервісного центру. Не ремонтуйте АС самостійно.

6. УСУНЕННЯ НЕСПРАВНОCТЕЙ

Несправність

АС не вмикається.

Немає звуку.

У колонках АС 
занадто тихий звук.

Спотворення звуку.

Звук відтворюється 
лише одним
з каналів.

Причина

Не підключена до мережі живлення.

Не увімкнено мережевий вимикач.

Регулятор гучності встановлено
в положення найменшої гучності.

Неправильно підключено джерело 
аудіосигналу.

Регулятор гучності встановлено
в положення найменшої гучності.

Велика амплітуда вхідного
сигналу.

Неправильно підключено колонки до 
джерела аудіосигналу.

Спосіб усунення

Перевірте правильність 
підключення.

Увімкніть вимикач.

Підкрутіть регулятор гучності.

Підключіть правильно джерела 
сигналу.

Підкрутіть регулятор гучності.

Регуляторами гучності джерела 
сигналу та АС зменшіть 
величину вхідного сигналу.

Перевірте правильність 
підключення колонок.

Значення
14 (2 × 7)
40 – 18 000
≥ 75

Ø 25
Ø 89
~220/50
113 × 190 × 146
2,9

Характеристики та одиниці виміру
Вихідна потужність (RMS), Вт
Діапазон частот, Гц
Співвідношення сигнал/шум, дБ
Діаметр динаміків, мм

ВЧ-динаміків
НЧ-динаміків

Напруга живлення, В/Гц
Розміри (однієї колонки) (Ш × В × Г), мм
Вага, кг

7. ТЕХНІЧНІ ХАРАКТЕРИСТИКИ

Примітки:
• Технічні характеристики, наведені в таблиці, довідкові і не можуть служити підста- 
вою для претензій.
• Продукція торговельної марки SVEN постійно удосконалюється. З цієї причини тех- 
нічні характеристики та комплектність можуть бути змінені без попереднього пові- 
домлення.
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Congratulations on your purchase of the Sven speaker system!

COPYRIGHT
© 2014. SVEN PTE. LTD. Version 1.0 (V 1.0).
This Manual and information contained in it are copyrighted. All rights reserved.

TRADEMARKS
All trademarks are the property of their legal holders.

NOTICE OF RESPONSIBILITY RESTRICTION
Despite the exerted e orts to make this Manual more exact, some discrepancies may occur. The 
information in this Manual is given on «as is» terms. The author and the publisher do not bear any 
liability to a person or an organization for loss or damage which has arisen from the information 
contained in this Manual.
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1. BUYER RECOMMENDATIONS
 Unpack the device carefully. Make sure there are no accessories left in the box. Check up the 

device for damage; if the product was damaged during transportation, address the rm which 
carried out the delivery; if the product functions incorrectly, address the dealer at once.

 Check up the package contents and availability of the warranty card. Make sure the warranty card 
has a shop stamp, a legible signature or the seller’s stamp and purchase date, and the goods 
number corresponds to that in the warranty card. Remember: in case of warranty card loss or 
discrepancy of numbers you forfeit the right for warranty repairs.

 Do not switch on the speaker system immediately after you bring it into a room from environment 
with negative temperature! After unpacking, the speaker system should be kept in conditions of 
room temperature for at least 4 hours.

 Before installing and using the speaker system, read this Manual carefully and keep it for future 
reference.

Technical support is on www.sven.  

ENG
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2. PACKAGE CONTENTS
• Speakers — 2 pcs
• 2RCA to mini-jack (Ø 3.5 mm) signal cable — 1 pc
• Operation manual — 1 pc
• Warranty card — 1 pc

3. SAFETY PRECAUTIONS

• To avoid electric shock, do not open the MSS and do not perform repairs by yourself. Service and 
repairs should be performed only by quali ed specialists in an authorized service center. The list of 
authorized service centers is available on www.sven. .
• Do not allow the circuit of wires (including the grounded ones) between the speakers, on the 
power ampli er or the ground, for it causes damage to the power ampli er output stage.
• Do not touch the MSS power cord plug pins for 2 seconds after unplugging it from the mains.
• Disconnect MSS from the mains system during a fuse replacement. Use fuses of the same type
and rated value. Do not use hand-made fuses.
• Do not put foreign objects inside the holes of the MSS. 
• Protect the MSS from high humidity, water and dust. 
• Protect the MSS from heating: do not place it closer than 1 m from a heat source. Do not expose 
it to direct sunlight.
• Do not place any open ame sources on or close to MSS.
• Do not place the MSS in poorly ventilated areas. Leave an air gap of 10 cm or more. When ope- 
rating the MSS, do not put any devices on it, do not cover it with cloth or other objects preventing it 
from cooling. 
• Do not use any chemical agents for cleaning. Clean it with dry soft cloth only.

4. TECHNICAL DESCRIPTION
BF-01 2.0 Multimedia Speaker System (MSS) is designed to play music and sound games, movies, 
etc. The MSS has a built-in power ampli er enabling to connect it to virtually any audio source 
(CD/DVD-player, TV, PC, etc.) without using an additional power ampli er. One speaker is active (it 
has a built-in power ampli er and a control panel), the other one is passive. The MSS can be con- 
nected to an active subwoofer.

Special features
• Speaker system is compatible with PCs, DVD/Media-players, mobile devices 
and other sound sources
• Built-in transformer power supply
• Built-in dual-channel ampli er
• Volume, bass and treble control
• Mirror location of speakers
• Front-mounted bas re ex port
• Active subwoofer output

Caution! High voltage inside! To avoid the risk of electric 
shock do not open or touch elements inside.

ENG
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• Magnetic shielding
• MDF speaker cabinets

Active speaker rear panel
a Power LED
b VOLUME: volume control knob
c BASS: bass control knob
d TREBLE: treble control knob
e INPUT R/L: audio input
f SUB.OUT: subwoofer output
g Power cord
h L-SPK: passive speaker input 
i POWER ON/OFF:  power switch

5. PREPARATION AND OPERATION
Speaker placement
• Place the speakers symmetrically to the liste- 
ner at least one meter away.
• Place MSS far away from monitors and TV 
sets, as insigni cant image distortion in these 
supersensitive devices is possible.

MSS Connecting
BF-01 Multimedia Speaker System can be 
connected to virtually any audio source: 
DVD/CD, PC sound card, etc. and, if ne- 
cessary, can be connected to an active sub- 
woofer (see connection diagram, Fig. 2).
• Before connecting, make sure that the MSS is unplugged. Then connect the speakers to each 
other. For this purpose insert the connector of the audio cable built into the passive speaker into 
the L-SPK h input on the rear panel of the active speaker (see connection diagram, Fig. 2).  
• Plug the RCA connectors of the stereo signal cable to INPUT R/L e of the MSS, and connect the 
mini-jack (3.5 mm) of the signal cable (included 2RCA to 3.5 mm mini-jack stereo signal cable) to 
the audio output (Ø 3.5 mm) of your audio source. 
• To connect the MSS to CD/DVD-players, use a 2RCA to 2RCA stereo signal cable (not included) 
(see connection diagram, Fig. 2).
• BF-01 Multimedia Speaker System can be connected to an active subwoofer, which enables to 
create a 2.1 speaker system.
Note. To connect a subwoofer (not included) to the MSS, use the SUB.OUT port f on the 
active speaker rear panel.
• Plug the power cord g into the mains outlet. Set the volume level to its minimum by turning the 
VOLUME control knob b counterclockwise until it stops.
• Shift the POWER  switch i into the ON position, the power LED a will illuminate. 
• Turn on the audio source.

SUB.OUT

INPUT L-SPK

VOLUME

BASS

TREBLE

ON

OFF

R L

POWER

a

b

c

d

e

g

h

i
f

~220V/50Hz

Fig. 1. Active speaker rear panel

ENG
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AUDIO INPUT

CD

DVD

Power cord

Active speaker Passive speaker

 2RCA  to mini-jack
signal cable

 2RCA to 2RCA
signal cable 

Fig. 2. Connection diagram 

PC

• Adjust the volume level by turning the VOLUME control knob b. By turning the knob clockwise, 
you increase the volume level, and by turning the knob counterclockwise, you reduce it.
• Adjust the bass and treble levels by turning the TREBLE control knob d and the BASS control 
knob c respectively. By turning the knobs clockwise, you increase the treble/bass level, by turning 
the knobs counterclockwise, you reduce it.
Notes:
• After using the MSS, mind to switch it off using the POWER i switch and unplug the 
power cord from the mains socket. 
• To improve the sound quality, use the Line-Out port of your sound card.

Player

SUBWOOFER 

Built-in
audio cable

ENG
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7. TECHNICAL SPECIFICATIONS

Parameter, measurement unit

Output power (RMS), W 
Frequency range, Hz
S/N ratio, dB
Speaker diameters, mm

woofer
tweeter

Voltage supply, V/Hz
Dimensions (one speaker) (W × H × D), mm
Weight, kg

Value

14 (2 × 7)
40 – 18 000
≥ 75

Ø 89
Ø 25
~220/50
113 × 190 × 146
2.9

Notes:
• Technical specifications given in this table are supplemental information and cannot give 
occasion to claims.
• Technical specifications and package contents are subject to change without notice due 
to the improvement of SVEN production.

If none of the above methods can solve the problem, please seek professional advice at your nearest 
service center. Never attempt to repair the product yourself. 

Problem

The MSS does not 
turn on.

No sound.

The sound of 
speakers is too 
quiet.

Distortion of 
sound.

Sound is produced 
by one of the 
channels only.

Cause

The MSS is not connected to the mains 
outlet.

The power switch is off.

Volume level is set at minimum value.

The audio source is improperly connected. 

Volume level is set at minimum value.

Large amplitude of the input signal.

The speakers are improperly connected to 
the audio source. 

Solution

Check the connection.

Turn on the switch.

Adjust volume control knob.

Connect the audio sources 
correctly.

Adjust the volume control knob.

Turn down the source volume
and MSS volume.

Check the connection of speakers.

6. TROUBLESHOOTING

17
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Finland, 48310. Made in China.
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